M3510A/M3511A High Speed! |

Economy 6.5 Digital Multimeter
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General Functions:

DCV, ACV, DCI, ACI (up to 10A), 2WQ, 4WQ, Frequency,
Period, Capacitance, Diode, Continuity, Thermocouple,
RTD, Limits, Ratio, MX+B, %, dBm, dB, Min/Max, Null,f,*/
Trigger, Filter, Memory

Features: : ;‘

- High Speed: 50 K Readings/Sec. (M351 OA) o
- Dual Displays & Dual Measurements == =
- Capacitance Measurement —d
- Wide Range Current Measurement (Max. 10 A)
- Thermocouple Measurement (M3510A)
(Built-In a Cold Junction Compensator)
- Basic DCV Accuracy: 0.009 % (1 Year)
- Free Software: PT-TOOL (SCPI Commands) & PT-LINK

- Rack-Mounted Compatibility

Dimension & Weight: (for Rack)
214.6(W) x 88.6(H) x 280.7(D) mm, 2230 g

Optional Accessories:

- M3500-opt04: GPIB Card

- M3500-0pt06: RS-232 Card

- M3500-0pt07: Kelvin Probe

- M3500-0pt08: 4-Wire Test Leads

- M3500-opt10: Shorting Plug

- M3500-0pt11: K Type Thermocouple Cable (M3510A)
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Stability & Accuracy:
7.5 Digits Technology

General Functions:

DCV, ACV, DCI, ACI (up to 3A), 2WQ, 4WQ, Frequency,
Period, Diode, Continuity, Thermocouple, RTD, Limits,
Ratio, MX+B, %, dBm, dB, Min/Max, Null, Trigger, Filter,
Memory

Features:

- Support 10/20-Channel Scanner Card for Data Log Application
- Data Transfer Rate: 2000 Readings/Sec.

- Basic DCV Accuracy: 0.0035 % (1 Year)

- Basic ACV Accuracy: 0.06 % (1 Year)

- 6.5 Digits Measurement: 1 PLC

- High Noise Immunity Capability

- Free Software: PT-TOOL (SCPI Commands) & PT-LINK

- Rack-Mounted Compatibility

Dimension & Weight: (for Rack)
213.6(W) x 88.6(H) x 370(D) mm, 3706 g

Optional Accessories:
- M3500-0pt01: 10-Channel Scanner Card
- M3500-0pt03: BNC to Banana Adapter
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- M3500-opt04: GPIB Card 3
- M3500-0pt05: RTD Adapter @)

- M3500-0pt06: RS-232 Card (2/

- M3500-0pt07: Kelvin Probe

- M3500-0pt08: 4-Wire Test Leads

- M3500-0pt09: 20-Channel Scanner Card =

- M3500-0pt10: Shorting Plug







